NOVEMBER 1969 


AWM1250 

AWM1251 

Emitter Coupled Logic 


DUAL FOUR-^ INPUT OR/NOR GATES 



DESCRIPTION 

The AWM 1250 and AWW 1251 are emitter coupled 
logic gates with internal reference supplies. 
Each unit contains two gates with four inputs 
and two outputs (one OR and one NOR). The 
AWM 1251 is identical to the AUM 1250 except 
that tfie "NOR" output resistors are eliminated 
allowing "wired-OR" connections to other gates. 


general characteristics 


Package; 

|V|ax* storage temp: 
Qparating temp: 

Supply voltage range: 
Logic Levels: 

Noise immunity: 
fan out: 

Propagation delay: 
Powar dissipation: 


14 pin hermetic 
Dual-in-iline ceramic 

140°C 

0°C to 70°C 

•4.5 to -S.SV 

"I" • 0.8V 

"O" - 1.6V 
positive logic 

350mV (typical) 

IQ 

3.0ns (typical) 
(fan-out 1 plus lOpf) 

220mU (typical) 


piMENSIONAL OUTLINE 




FUNCTIONAL DIAGRAM 



AMALOAMATEO wireless (AUSTRALASIA) LTD 

348 VICTORIA ROAD RYDALMERE NSW AUSTRALIA 
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INTEGRATED CIRCUIT 

AWV PRIVATE MAIL BAG IRMINGTON 2115 TELEGRAMS “VALVES" ERMH^GTOS TELEPHONE 63^041) AWM1250 

AWM1251 
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Negative 

Supply 


Voltage (VEE) 
current 


Output 


See (1) 


NOR 

Gate 1 


Input 
Cate 1 


See (6) 


Input 
Gate 1 


Low states 
voltage V . 

High states'^'- 
voltage V^^^ 
current 
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